
 

 

 

 

 

SUPPLEMENTAL/BID BULLETIN NO. 1 

August 9, 2019 

 

 

Name of Project : IRRIGATION PROJECT 

ITB No. : 2019-012 

 

Total Approved Budget for the Contract : ₱3,750,000.00 

With reference to the Bidding Documents for the Irrigation Project posted at the PhilGEPS and SRA websites, 

the Regional Bids and Awards Committee is amending/adding some items in the bidding documents, as follows: 

 

 

Section  Clarification/Amendment 

Section I. Invitation to bid. Par. 2  Delivery site: SRA-LGAREC, La Granja, La Carlota City 

 
Section V. Special Conditions of the 

Contract. GCC Clause 6.2 

 “The delivery terms applicable to this Contract are delivered DDP in 

SRA-LGAREC, La Granja, La Carlota City.” 

Section VII. Technical Specifications A Pump and Engine Set, 25 units 

 A.1 Pump specifications 

 A.2 Single-end suction, 100mm x 100mm, Non-self-priming centrifugal 

pump  A.3 Pump Efficiency: 55%, Minimum 

 A.4 Discharge rate: 400 gpm, minimum 

 A.5 Total Suction Lift: 6 meters, minimum 

 A.6 Total Dynamic Head: 10 meters, minimum 

 A.7 Engine specifications 

 A.8 Diesel Engine 

 A.9 Four Stroke, water-cooled, single horizontal cylinder (7.09 KW, rated) 

 A.10 Should have a continuous power of at least 80 % of its rated maximum 

power 

 A.11 Specific Fuel Consumption: 224.7g/KW-hr at 2418 rpm, minimum 

 A.12 Type of fuel feed: gravity 

 A.13 Cooling system: Water-cooled 

 A.14 Lubrication system: force-feed type 

 A.15 Starting system: Manual Cranking 

 A.15 Air Cleaner: Oil-bath type 

 A.16 Exhaust System: Muffler 

 A.17 Accessories/Fittings 

 A.18 One (1) pc. 4" diameter foot valve  

 A.19 Four (4) pcs. Hose clamps 

 A.20 One (1) pc 4"Ø x 20 ft suction hose 

   

   



 

 

 

 

 

 

 

ATTY. IGNACIO S. SANTILLANA 

Chairperson 

       Regional Bids and Awards Committee 

  

 

   

   

   

   

   

 A.21 Three (3) rolls 4"Ø x 100 m discharge hose 

 A.22 Pump and engine steel base  

 A.23

4 

Coupled Pump and Engine must be AMTEC Tested 

 A.24 With AMTEC certification for both pump and engine 

 A.25 With complete brochures and tool kit 

 A.26 Bidder should have a certificate of dealership from the manufacturer or 

distributor of the pump and engine being offered. 

 A.27 Bidder should provide drawing of pump and engine set-up. 

 A.28 Specifications of the diesel engine and centrifugal pump to be 

submitted by the bidder shall be signed and sealed by a registered 

professional Agricultural Engineer or agricultural and Biosystems 

Engineer. 

 A.29 Engine brand or its predecessor brand must be available in the 

Philippine market for the last Thirty (30) years prior to the bidding 

  Brand/Model No. being offered: 

 


